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Huron County Commissioners
180 Milan Avenue
Norwalk, Ohio 44857

Dear Commissioners:

The Ohio Environmental Protection Agency (Ohio EPA) received the "Fall 2010 Ground
Water Monitoring Report" on December 9, 2010. The Huron County Commissioners
(owner/operator) are required to monitor ground water quality at the Huron County
Landfill (facility) in accordance with OAC Rule 3745-27-10, effective August 15, 2003.
Ground water wells MW-19, AW-19A and MW-19C are in assessment monitoring due to
statistically significant concentrations of sodium, chloride, and volatile organic
compounds (VOCs). The owner/operator conducted the second 2010 semiannual
ground water sampling event on September 28-30 with wells MW-9 and MW-1 3
resampled for sodium on November 30. Seep 1 on the west side of the landfill was
sampled for Appendix I parameters 1-78 on September 28 and Seep 2 on the
southeast side of the landfill was not sampled.

COMMENTS

Violations

1. The owner/operator is in violation of OAC Rule 3745-27-1 O(D)(5)(c), which
requires that all monitoring wells be monitored for the constituents in
Appendix I of this rule at least annually during the active life of the sanitary
landfill facility (including final closure) and during the post-closure care
period. The owner/operator will return to compliance once they sample all
detection monitoring wells for Appendix I parameters 1-78 and submit the
results pursuant to OAC Rule 3745-27-1O(C)(10).

The Ground Water Detection Monitoring (GWDM) Plan, revised August 2010,
includes provisions in Section 1.5 to sample all detection monitoring wells annually
for Appendix I parameters 1-78. However, the detection monitoring wells were not
sampled for Appendix I parameters 70-78 in 2009 (excluding MW-3 and MW-5)
and 2010.
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All detection wells were sampled for Appendix I parameters 1-66 in April 2010, and
needed to be sampled for Appendix I parameters 1-78 in September 2010, to
comply with the monitoring plan and this rule.

The tables in Appendix C of the September 2010, sampling event report indicates
the owner/operator has not complied with this rule for more than four years at
some wells. According to the results in Appendix C of the report, Uppermost
Aquifer System (UAS) wells MW-9, MW-b, MW-13, MW-14 were last sampled for
Appendix I parameters 1-78 in April 2006; UAS monitoring well MW-21 was last
sampled for Appendix I parameters 1-78 in October 2007; UAS monitoring well
MW-2 was last sampled for Appendix I parameters 1-78 in April 2008; and UAS
upgradient monitoring well MW-5 was last sampled for Appendix I parameters 1-78
in April 2009. The Significant Zone of Saturation (SZS) wells MW-6, MW-8, MW-
11, MW-12, MW-15, and MW-16 were last sampled for Appendix I parameters 1-
78 in April 2006; and SZS upgradient well MW-3 was last sampled for Appendix I
parameters 1-78 in April 2009.

Statements

2. Ohio EPA reminds the owner!operator to revise the GWQA Plan with respect
to Comment 2 in the letter dated October 28, 2010, from Ohio EPA. If the
west seep (seep 1) andlor the southeast seep (seep 2) are used for
determining rate, extent, and concentration, the seep(s) are required by OAC
Rule 3745-27-10(E)(5)(b) to be sampled semiannually for Appendix I
parameters 1-78 and annually for all Appendix II parameters.

3. Monitoring well MW-6 stabilized at 0900 hours during purging on September
29, 2010, based on the information in the "Well Sampling Log" in Appendix A
of the September 2010 sampling event report. This information is a
reference for the next sampling events and demonstrates that stabilization
may be achieved during low-flow sampling at very low pumping rates at this
well.

4. The increasing trend of the turbidity measurements in Table 3-2 in the
September 2010 sampling event report may be an indication that monitoring
well MW-19A needs to be developed.

5. The ground water consultant clarified in a phone call on February 4, 2011,
that Huron County Landfill uses a I of 2 resampling method based on the
current background data. The I of 3 resampling method indicated in Table
D-2 of the September 2010 sampling event report is not used.
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If you have any questions please feel tree to contact Pete Sokoloski at the Ohio EPA
Northwest District Office (419-373-4100). Any written correspondence should be sent
to the attention of Tyler Madeker, Division of Solid and Infectious Waste Management,
Ohio EPA Northwest District Office, 347 N. Dunbridge Road, Bowling Green, Ohio
43402.

Sincerely,

Tyler Madeker R.S.
Division of Solid and Infectious Waste Management

Ill r

PC:	 Peter Welch, Huron County Landfill Manager
Wes Rhiel, Malcolm-Pirnie
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