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Ed Kunzer, Facility Manager
PSC Metals, Inc.
2700 Hubbard Road
Youngstown, Ohio 44505

Dear Mr. Kunzer:

RE: TRUMBULL COUNTY
MAHONING CREEK BASIN
LIBERTY TOWNSHIP
ORIGINAL CLEVELAND AUTO
WRECKING COMPANY, INC.

On April 27, 2010, Ohio EPA conducted an inspection at Original Cleveland Auto
Wrecking Company, Inc., located at 2700 Hubbard Road, Liberty Township, Trumbull
County (site). I was accompanied by Ed Wilk of Ohio EPA and Steve Kramer of Trumbull
County General Health District. Ohio EPA records indicate that the site is covered by
General National Pollutant Discharge Elimination System Permit for Storm Water
Associated with Industrial Activity (General Storm Water Permit), permit No.
3GR00322*DG.

The inspection documented the following deficiencies that must be addressed:

Sediment-laden runoff was discharging into an unnamed tributary of the Mahoning
River, located on the southern property boundary (Figure 1). In order to prevent the
discharge of sediment to "surface waters of the state," one of the following
corrective actions must be implemented:

Paving the dirt drive that provides access the vehicle storage area;
Placing stone on the dirt drive that provides access the vehicle storage
area; or

C. Installing a sediment settling basin in an area outside of the unnamed
tributary of the Mahoning River. The sediment settling basin must be
designed to include a dewatering zone, a sediment storage zone, and a
dewatering device:

1. The volume of the dewatering zone shall be a minimum of 1800
cubic feet (fta) per acre of drainage (67 ydsiacre) with a minimum
48-hour drain time: and

2. The volume of the sediment storage zone shall be calculated by one
of the following methods: Method 1: The volume of the sediment
storage zone shall be 1000 fta per disturbed acre within the
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watershed of the basin. OR Method 2: The volume of the sediment
storage zone shall be the volume necessary to store the sediment as
calculated with RUSLE or a similar generally accepted erosion
prediction model; and

3. The configuration between inlets and the outlet of the basin must
provide at least two units of length for each one unit of width (> 2:1
length:width ratio), however, a length to width ratio of 4:1 is
recommended.

For additional design specification regarding sediment settling basins, please refer
to Chapter 6 of Ohio Department of Natural Resources 'Rainwater and Land
Development" manual, which can be located at the following internet address:

http://www.dnr.state.oh us/water/rainwater/defaultltabid/91 86/Defaultaspx
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Part IV.D.4 of the General Storm Water Permit requires qualified personnel to
conduct site compliance evaluations (SCE) at appropriate intervals specified in the
SWP3 at an interval of no less than annually. You stated that SCEs terminated in
2007 or 2008. The SWP3 states that weekly inspections are to occur. The SCEs
must recommence with the appropriate record keeping maintained in accordance
with Part lV.D.4.d of the General Storm Water Permit; and

. The site's storm water pollution prevention (SWP3) has not been updated since
November 1993 and must be revised to address the requirements to update the
storm water pollution prevention contact section;

Should you have any questions regarding this matter, please contact me at your earliest
convenience at (330) 963-1118.

Sincerely,

Chris Moody
Environmental Specialist II
Division of Surface Water

CM: cl\

cc:	 Steve Kramer, Trumbull County General Health District


