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July 5,2011	 RE: CUYAHOGA COUNTY
CITY OF ROCKY RIVER
VALLEYVIEW SEWER IMPROVEMENTS
NPDES PERMIT NO. OHC000003
OHIO EPA PERMIT NO. 3GC04905*AG
CONSTRUCTION STORM WATER

Ms. Pamela Bobst
City of Rocky River
21012 Hilliard Blvd.
Rocky River, OH 44116

Dear Ms. Bobst:

On June 21, 2011, Ohio EPA conducted an inspection of the Valleyview Area Storm
and Sanitary Improvement project located at Valleyview Drive, East Shoreland Drive
and Winfield Avenue, City of Rocky River, Cuyahoga County. Ohio EPA records
indicate that the site is covered by the General National Pollutant Discharge Elimination
System (NPDES) Permit for Storm Water Associated with Construction Activity (General
Storm Water Permit), permit No. 3GC04905*AG. The inspection documented the
following:

• There appeared to be several catch basins throughout the site without adequate
inlet protection installed. Please install inlet protection immediately (i.e. Dandy
bags) as specified in the Storm Water Pollution Prevention Plan (SWP3). In
addition, simply stretching geotextile fabric under the grates is not an acceptable
form of inlet protection. Please remove the geotextile carefully to ensure
sediment doesn't fall into the basin and reinstall a dandy bag as specified in the
SWP3 (See Figures 1 & 2).

• It appears that some of the equipment used throughout the site is leaking oil.
Please be sure to perform maintenance on the equipment to stop the leak and
clean up the spill (See Figure 3). Absorbent pads or drip pans should be placed
under any leaking equipment to contain spills until maintenance can be
performed. Soils contaminated with leaking vehicle fluids should be excavated
and disposed of properly.

• There appeared to be no concrete wash out pit or silt fence installed as specified
in the SWP3, and concrete wash water was visible on exposed soil. If changes
were made to the SWP3, please be sure to forward them to Kevin Beirne, City of
Rocky River Building Commissioner, and the Cuyahoga Soil and Water

Northeast District Office	 330 1963 1200
2110 East Aurora Road	 330 487 0769 (fax)
Twinsburg OH 44087-1924	 wvw.epa.ohio.qov



Ms. Pamela Bobst
Valleyview Sewer Improvements
July 5, 2011
Page 2

Conservation District (SWCD). In addition, if concrete is to be washed out on
site, a concrete washout pit should be reinstalled to prevent wash water from
discharging to surface waters of the State (See Figure 4). The NPDES permit
does not authorize the discharge of wastewater such as concrete wash water.

• Straw bales were being used as a sediment control, which is not acceptable.
Please refer to the Ohio Rainwater and Land Development Manual (attached)
for acceptable methods of sediment control and inlet protection (See Figure 5).

• As construction progresses, please be sure to stabilize any tree lawns which
have been disturbed but will remain idle for twenty one (21) days or longer.
Refer to the SWP3 for seeding specifications and details (See Figure 6).

A written report detailing how the above deficiencies will be addressed must be
submitted to Ohio EPA within seven days of receiving this letter. The above deficiencies
must be addressed within 14 days of receiving this letter. Also, please fax a copy of
your most recent storm water inspection report to my attention at (330) 487-0769 or via
e-mail at timothy. mcparlandepa. state. oh. us. Should you have any questions
regarding this matter, please contact me at your earliest convenience at
(330) 963-1128.

Sincerely,

Tim McParland
Assistant to the District Engineer
Division of Surface Water

TM/mt

cc:	 Kevin Beirne, Building Department, City of Rocky River
James Linden, Service Department, City of Rocky River
Michael MacKay, P.E., Engineering Department, City of Rocky River
Todd Houser, Cuyahoga SWCD

ec:	 Dan Bogoevski, Ohio EPA, NEDO, DSW



Figure 3. Oil sheen visible on streets. Figure 4. Concrete wash out visible on
site.

Figure 2. Catch basin with inadequate

1-igure b. Straw bales are not acceptable Figure 6. Tree lawns idle for 21 (+) days
sediment controls,	 need to be stabilized.


