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August 9, 2010	 RE: STARK COUNTY
WEST SIPPO CREEK BASIN
CITY OF MASSILLON
TUSLAW ELEMENTARY SCHOOL

Mr. Al Oster
1835 Manchester Ave. NW
Massillon, OH 44647

Dear Mr. Oster:

On July 28, 2010, Ohio EPA conducted a follow-up inspection of the Tuslaw Elementary
School, located at the southeast corner of Manchester Avenue NW and Cloverleaf
Street NW, City of Massillon, Tuscawaras Township, Stark County (site). Ohio EPA
records indicate that the site is covered by the General National Pollutant Discharge
Elimination System (NPDES) Permit for Storm Water Associated with Construction
Activity (General Storm Water Permit), permit No. 3GC04616*AG. The inspection
documented the following:

• The temporary riser pipe for the sediment basin has been installed however it
appeared that the riser pipe may have been installed incorrectly. Ensure the riser
pipe has been installed in accordance with the site's storm water pollution
prevention plan (SWP3).

• Stabilize all areas of the site that will remain idle for 21 days or longer. Many
areas of the site appear to meet this requirement (Figures 1 and 2). Some areas
of the site have been stabilized however, storm water runoff has washed away
the seeding and mulch (Figure 3). Re-stabilize these areas as necessary.

• Inlet protection has been damaged or breached (Figures 4 and 5). Repair or
reinstall inlet protection in accordance with the site's SWP3.

• Significant erosion was observed at the storm sewer outfall into the sediment
basin (Figure 6). Repair or reinstall rock channel protection to prevent further
erosion.

• The drainage swale along the south end of the site was observed to be
experiencing a significant amount of erosion (Figures 7 and 8). Ditch checks,
such as rock check dams, are recommended to help prevent erosion.
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A written report detailing how the above deficiencies will be addressed must be
submitted to Ohio EPA within seven days of receiving this letter. The above deficiencies
must be addressed within 14 days of receiving this letter. Should you have any
questions regarding this mailer, please contact me at your earliest convenience at
(330) 963-1128.

Sincerely,

7Sean Green
Assistant to the District Engineer
Division of Surface Water

SG/mt

cc:	 Julie Berbari, Stark County SWCD
Mark Henkel, Scaparotti Construction Group



Figure 1. Some areas of the site have
remained idle for longer than 21 days.
Please stabilize these areas immediately.

Figure 2. Some areas of the site have
remained idle for longer than 21 days.
Please stabilize these areas immediately.

Figure 3. Idle areas along the south end of
the site have been seeded and mulched.
However, storm water runoff has carried
away the seed and mulch. Re-stabilize as
necessary.

Figure 4. Inlet protection has been
breached.
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Figure 8. Parts of the drainage
along the south end of the site
reached depths of nearly 2 feet.

Figure 7. The drainage swale along the
south end of the site is causing significant
erosion.

Figure 5. Inlet protection needs repaired.
Sediment —laden water is finding its way
into the site's storm sewer inlets.

Figure 6. The rock channel protection at
the storm sewer outfall into the sediment
basin needs repaired. A significant amount
of erosion is occurring at the outfall.


