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Ted Strickland, Governor
Lee Fisher, Lt. Governor
Chris Korleski, Director
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Re: Huron County
Plymouth WWTP
Construction
Storm Water

August 13, 2010

ML Bill Sexton
Village of Plymouth
48 West Broadway Street
Plymouth, Ohio 44865

Mr. Damon Henwood
Simonson Construction Services, Inc.
2112 Troy Road
Ashland, Ohio 44805

Dear Sirs:

On July 20, 2010, Sarah Clement inspected Plymouth WWTP at 4880 State Route 61 in
Plymouth, Ohio. The purpose of the visit was to evaluate compliance of the site with the
National Pollutant Discharge Elimination System (NPDES) permit for storm water
discharges associated with construction activity, Facility ID No. 2 GCO2570*AG. The
inspection was conducted under the provisions of Ohio's water pollution control statues,
Ohio Revised Code (ORC) Chapter 6111. Matt Dinsmore, Superintendent for
Simonson Construction Services, Inc., was present to provide information on the
project.

As a result of the inspection, we have the following comments:

At the time of the inspection, the site was active. The existing lagoon, that is to
be abandoned, had been drained and the swale in the abandoned lagoon had
been excavated. There was an excavator on site and the new sludge holding
basins were being installed. There was a soil stock pile on the east side of the
site.

2. A Storm Water Pollution Prevention Plan (SWP3) had been developed for the
site and was available. The SWP3 indicated that the swale was installed for
post-construction storm water management.

3. Inspection logs were kept. It appeared that inspections were conducted weekly
and within 24 hours of a 0.5 inch or greater rainfall.
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4. The disturbed land on the site was not stabilized, however a majority of these
areas appeared to have been recently worked. The stock pile on the east side of
the site did appear weathered, an indication that the timeframe for stabilization
may have been exceeded. As construction continues please keep in mind the
pen-nit requirements about temporary and permanent stabilization. Permit
Requires: Portions of the construction site which will be inactive for more than 21
days must have temporary stabilization initiated within the first seven days.
Permanent stabilization is required within seven days on any portion of the site
that has reached final grade or will be idle for longer than one year. Permanent
seeding and mulching is required before construction activity is completed
throughout the entire site. If seasonal conditions prohibit the establishment of
vegetative cover, other mean, such as mulching and matting, must still be used
and maintained until more permanent methods can be implemented. Please see
Part IILG.2.b.L of the permit

5. The silt fence on the southeast side of the site was incorrectly installed. A trench
had been dug for the silt fence, however the trench had not been backfilled and
the soil compacted. This is a violation of Part 11133.2. of the permit Please refer
to Ohio's Rainwater and Land Development Manual for the proper installation of
sediment controls. This must be repaired.

Please send written notification of what corrective measures you have taken within 10
days of the date on this letter. Your response should include dates, either actual or
proposed, for the completion of the actions.

If there are any questions, please contact me at (419) 373-3009.

Sincerely,

Lynette Hablitzel, P.E.
Division of Surface Water
Storm Water Program
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Deb Cassidy, Utility Clerk, Village of Plymouth


