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Dear Mr. Cannon:

On June 3, 2009, Lynette Hablitzel and 1 inspected the Holland-Sylvania Apartments at 4430
North Holland-Sylvania Road, Sylvania Township (pictures taken). The purpose of our visit was
to evaluate compliance of the site with the National Pollutant Discharge Elimination System
(NPDES) permit for storm water discharges associated with construction activity, Facility ID No.
2GCO2050. The inspection was conducted under the provisions of Ohio's water pollution
control statutes, Ohio Revised Code (ORC) Chapter 6111. Ohio EPA has no record of other
permittees for this site. Mr. David Riley, owner of Edwards Communities Development
Corporation, was present to provide information on the project.

It appears that construction activities at your site are complete. A Notice of Termination (NOT)
must be filed to relieve you of the obligation to comply with this general permit. The permit
allows an NOT to be filed when one or more of the following conditions have been met:

Final stabilization has been achieved on all portions of the site for which the permittee is
responsible. Final Stabilization means that:

All soil disturbing activities at the site are complete and a uniform perennial vegetative
cover of at least 70% density has been established over the entire site. All temporary
erosion and sediment control measures have been removed, properly disposed of, and
all trapped sediment is permanently stabilized; or

Another operator(s) has assumed control over all areas of the site that have not been
fully stabilized.

Your site does not appear to meet the above criteria at this time. Permanent stabilization had
not reached 70% density in all areas of the site, including but not limited to the ground
immediately around the detention pond and the bank between the detention pond and the
creek. Where the detention pond's outfall had been installed, a gully had formed leading down
the slope. The silt fence was buried under sediment near the bottom of the slope. Permit
Requires: All control practices shall be maintained and repaired as needed to assure continued
performance of their intended function.
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This is a violation of Part lII.G.2.h. of the permit. Near the ouffall of the detention pond, the soil
had not been stabilized. Permit Requires: Soil stabilization practices shall be initiated within two
(2) days on inactive, barren areas within 50 feet of a stream. Failure to do so is a violation of
Part I11.G.2.b.i. of the permit. I recommend reapplying seed in areas with sparse growth. For
areas with slope greater that 3:1, southern exposures or areas prone to drying, erosion control
matting must be used in addition to seeding. Where the gully had formed on the outer bank of
the detention pond, it will be necessary to fill this area with soil prior to seeding. Mr. Riley stated
that the landscaper was on site and going to take care of the problem areas around the
detention pond. When a uniform perennial vegetative cover has reached a growth density of
70% across the entire site and all permit conditions have been met, you will be eligible to submit
an NOT application form to Ohio EPA's Central Office. The NOT form can be found on our
website: hftp://www.epa.state.oh.us/dswlstorm/stormform.htm1 . NOTs must be submitted within
45 days of when the above criteria are met.

Please submit those portions of the SWP3 which demonstrate compliance with the post
construction storm water management requirement within 10 days of the date on this letter. The
latter would include a site map delineating the drainage area and location of each post
construction control, the rational for each control, stage-storage tables, detail drawings, and
water quality design calculations. The permit requires that post-construction Best Management
Practices (BMPs) are installed during construction to control pollutants in the storm water
discharges that will occur after construction has concluded. Such practices may include, but are
not limited to: storm water extended detention structures; retention structures; water quality
swales; and bioretention areas.

If there are any questions, please contact me at (419) 373-3006.

Sincerely, VLi\r
Danielle Meienburg
Division of Surface Water
Storm Water Program
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Brian Miller, P.E., Assistant Drainage Engineer, Lucas County Engineer
Jeff Grabarkiewicz, Lucas SWCD, Lucas County SWCD
Gregory W. Huffman, Sylvania Township Administration
David Riley, Edwards Communities Development Corp.


