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EnvironmentalC.) fiG Protection Agency

Ted Strickland, Governor
Lee Fisher, Lt. Governor
Chris Korleski, Director

Re: Marion County
University Drive Extension Project
Construction
Storm Water

August 9, 2010

Phil Wright
Marion County Engineers Office
222 West Center Street
Marion, Ohio 43302

Michael Prenatt
Underground Utilities, Inc.
416 West Monroe Street
Monroeville, Ohio 44847

Dear Mr. Wright:

On June 8, 2010, Sarah Clement and Judson Delancey inspected the University Drive
Extension Project from Mount Vernon Avenue to Harding Highway East in Marion Township
(pictures taken). The purpose of the inspection was to evaluate compliance of the site with the
National Pollutant Discharge Elimination System (NPDES) permit for storm water discharges
associated with construction activity, Facility ID No. 2 GCO2617*AG. The inspection was
conducted under the provisions of Ohio's water pollution control statues, Ohio Revised Code
(CRC) Chapter 6111. Wayne Towslee, from Underground Utilities, Inc. was present to provide
information on the project.

As a result of the inspection, we have the following comments:
1. At the time of the inspection, construction on the site was ongoing. There were dozers

working on the site. The area had been cleared of vegetation and grubbed. Excavation
of the road bed was in progress. Soil stockpiles were present on the north side of the
site. There was silt fence installed along the east and west sides of the site.

2. A Storm Water Pollution Prevention Plan (SWP3) had been developed for the site and
was available. A general overview indicated the SWP3 was not kept up to date with the
ongoing construction. The SWP3 also did not depict where the concrete washout or fuel
storage was located on the site. This information is a required component of the site's
SWP3. This is a violation of Part 111G. of the permit.

Inspection logs were not kept. Inspections must be conducted weekly and within 24
hours of a 0.5" rainfall. Inspections must include: disturbed areas, material storage
areas, all sediment and erosion control measures, discharge locations, and all vehicle
access points. Records must include: inspectors name and qualifications, inspection
date, observations, a certification that the facility is in compliance with the SWP3 and the
permit, and identify any incidents of non-compliance.
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The record and certification must be signed in accordance with Part V.G. of the permit.
This is a violation of Part Ill. G. 2. L of the permit.

4. There were no sediment controls used to protect Grave Creek. Permit Requires:
Structural practices shall be implemented to protect adjacent streams. This is a violation
of Part Ill. G.2.d. v. of the permit. A setback of 25 feet from the ordinary high water mark
is recommended to be maintained in its natural state as a permanent buffer. Some type
of structural control must be installed. We recommend a silt fence barrier or a diversion
to a sediment settling pond.

5. A construction entrance is needed on the north side of the site off Harding Highway
East, where vehicles are accessing the site. This is a violation of Part IILG.2.g.ii. of the
permit.

6. The banks appear to be eroding at the storm sewer outfalls along Grave Creek. There
were no practices installed to prevent erosive flows from the outfalls. Permit Requires:
Operators shall undertake special measures to stabilize channels and outfalls. The
SWP3 shall incorporate measures which control flow so as to prevent erosion. This is a
violation of Part lll.G.2.b.iL of the permit. We recommend stone/rip-rap apron be
installed.

Inspectors observed sagging filter fabric on the silt fences along both the east and west
sides of the site. The east side curb inlet protection on the completed portion of
University Drive was in disrepair. They also observed trapped sediment built up on
sewer inlet protections as well as along the silt fence. Permit Requires: All control
practices shall be maintained and repaired as needed to assure continued performance
of their intended function. This is a violation of Part 1I1.G.2.h. of the permit. For more
information on the correct installation and maintenance techniques for these practices,
please see the Rainwater and Land Development Manual. Permit Requires: Control
practices must be repaired within 3 days of inspection. Please see Part lll.G.2.i.L of the
permit.

Please send written notification of what corrective measures you have taken within 10 days of
the date on this letter. Your response should include the dates, either actual or proposed, for
the completion of the actions. Please describe what post-construction storm water
management practices will be implemented at the site, including the type(s) of practices and
basis for its design.
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If there are any questions, please contact me at (419) 373-3009.

Sincerely,

CeHablitzel.E.
Division of Surface Water
Storm Water Program

Il b

Marion County SWCD


