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Mr. Dave Bazilevich, Supt. of Treatment
Medina County Sanitary Engineers
791 West Smith Road
P0 Box 542
Medina, OH 44258

Dear Mr. Bazilevich:

A Compliance Evaluation Inspection (CE1) was conducted at the Medina SD #9 wastewater
treatment plant (WWTP) on August 7, 2012. Present during the inspection were Mr. Dave
Brandon, representing the Medina County Sanitary Engineers, and this writer, of the Ohio EPA.
The Medina SD #9 WWTP is located at 1472 David Drive, in Hinckley Township.

The purpose of the August Ph inspection was to evaluate the facility's compliance with National
Pollutant Discharge Elimination System (NPDES) Permit effluent limits, as well as the terms and
conditions of the permit. The last CEI conducted at the Medina SD #9 \NWTP was on January 6,
2011.

At the time of the August 7th inspection, the following observations were made:

1) The trash trap was in use, and its contents are pumped on a monthly basis.
Contents of the trash trap are disposed of at the Medina SD #300 WWTP.

2) Extended aeration tank contents were well aerated, and were medium brown in
color. The return activated sludge (RAS) line was operational, returning medium
brown water from the settling tank to the aeration tank.

3) Settling tank contents were typical (slightly turbid), and did exhibit a slight scum
buildup behind the inlet baffle. The settling tank effluent trough was clean and
free of solids or algae, and the effluent was clear. Scum in the settling tank is
removed by manual skimmer as needed, when personnel are at the WWTP.

4) Treated effluent from the WWTP was being disinfected using liquid chlorine, and
dechlorinated using liquid sodium bisulfrte. Both disinfection chemicals are fed
on a flow proportioned basis, utilizing a Pulsafeeder chemical feed pump.
Approximately 1/ to one-gallon of chlorine solution is used per day for disinfection
of the effluent.

5) The effluent was visually clear, and free of solids or foam. The treated effluent is
post aerated prior to discharge. Effluent is discharged via outlet pipe, over the
hillside, and down a ravine.
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Due to the fact that effluent is discharged onto the ground, over a hillside and not
directly to a receiving stream, the requirement for posting an outfall sign
identifying the outfall as treated wastewater, is not being required.

6) Sludge generated at the Medina SD #9 WWTP is hauled to the Medina SD 300
WNTP for treatment and disposal. The sludge is hauled using a Medina County
Sanitary Engineer's septage hauling truck.

A review of the electronic Discharge Monitoring Reports (eDMR's) submitted for the Medina SD
#9 WWTP for the period of January 1, 2011 through August 1, 2012, found no effluent limit
numeric violations, but did reveal the following reporting code violation:

MEDINA COUNTY SD#9
NPDES NO. 3PG00042

REPORTING CODE VIOLATIONS
(JAN. 1, 2011—AUG. 1, 2012)

Reporting	 Reporting	 Reported	 ViItiin
Period	 Station	 Code -	 Prm€ter	 -UmI 7 	 LkIIIt	 -	 Value	 Date

June 2012	 001	 50050	 Flow Rate	 AD	 6/1112012

**NOTE: No effluent numeric or reporting frequency violations for the period.

The following items were also discussed with Mr. Brandon during the August 7th	 j-p
inspection:

1) The wooden structure surrounding the WVVTP was not replaced as had been
expected. All electrical wiring/components inside the existing building have been
replaced, in preparation for the new building. It is not known when the wooden
structure will be replaced with the proposed cinder block structure.

2) The Operator of Record Certification (ORC) form, which was required by the facility's
NPDES permit, was completed and submitted to the Ohio EPA. Mr. Brandon (Class
IV) is listed as the lead certified operator of record, as well as Messers. Robert Dodd
(Class Ill) and Bryan Few (Class Ill).

3) SD #9 VVWTP effluent samples are collected by Mr. Brandon, or any of the another
Medina SD # 300 personnel. Samples collected are put into preserved bottles
provided by the Medina SD #500 'MNTP lab, and are taken to the Medina SD #500
lab for analysis. A chain of custody form is utilized, and follows the samples through
collection and analysis.

4) Analysis of the samples for dissolved oxygen, temperature, and chlorine residual are
conducted at the WWTP. Readings for pH are taken back at the Medina SD 300
WNTP. Analysis for TSS, ammonia, and Fecal Coliform are conducted at the
Medina SD 500 VVWTP lab.
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5) Plant average daily design flow is 10,000 gpd. Average daily dry weather flow seen
at the WWTP is approximately 4000 gpd.

Medina County should continue current operation and maintenance practices, which allow the
SD #9 VVWTP to consistently meet its NPDES Permit limits.

If you have any comments or questions regarding this correspondence, you may contact me at
(330) 963-1110.

Respectfully,

C,LL
Charles E. Allen
Environmental Engineer
Division of Surface Water

CA/cs


