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Greg Petersen
Fechko Excavating, Inc.
865 West Liberty Street, Suite 120
Medina, OH 44256

Dear Mr. Petersen:

On October 18, 2012, Ohio EPA conducted an inspection of the Holmes Co. Airport Runway 9-27
Relocation & Extension, located at 4501 Township Road 307, Hardy Township, Holmes County
(site). The site was represented by Tim Fetcher of Fechko Excavating, Inc. Ohio EPA records
indicate that the site is covered by General National Pollutant Discharge Elimination System
Permit for Storm Water Associated with Construction Activity (General Storm Water Permit),
permit No. 3GC06131*AG. The inspection documented the following violations:

Storm Water Inspection
• Many of the erosion and sediment best management practices (BMP) installed on the site

(i.e. silt fence) are incorrect based upon the size of the drainage area flowing to the silt
fence. In addition, concentrated storm water runoff discharges to the silt fence. Sediment
settling ponds must be designed and installed for the site to prevent the discharge of
sediment-laden runoff.

• Numerous portions of the site do not have any BMPs installed to prevent the discharge of
sediment-laden runoff to "waters of the state." Appropriate BMPs (i.e. sediment settling
ponds, diversion channels, silt fence, etc.) must be immediately installed.

• According to the site's SWP3, onsite wetlands are to be impacted by fill materials. Please
submit a copy of any U.S. Army Corps of Engineers and/or Ohio EPA's 401 Section
permit that has authorized the impact to the orisite wetlands.

• Many erosion and sediment best management practices (BMP) have been implemented
on site that have not been depicted on the storm water pollution prevention plan (SWP3).
The SWP3 must be revised to include the location of all BMPs that are to be implemented
on site.

• The soil borrow pit, according to Mr. Fetcher, that wills serve the site is expected to be
approximately thirty feet deep. Since the borrow pit will exceed five feet, it appears that
the site may require a surface mining permit through the Ohio Department of Natural
Resources' (ODNR) Mineral Resources Management (MRM). For your convenience,
ODNR's MRM can be contacted at (614) 265-6633.
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Storm Water Pollution Prevention Plan
On October 22, 2012, Ohio EPA received a copy of the site's SWP3 via email. After a review of
the SWP3, the following deficiencies must be addressed via the submittal of a revised SWP3:

• Part lI1.G.1.b of the General Storm Water Permit requires the total area of the site and the
area of the site that is expected to be disturbed (i.e., grubbing, clearing, excavation, filling
or grading, including off-site borrow areas). The SWP3 does not include this information.

• Part lIl.G.1.c of the General Storm Water Permit requires an estimate of the impervious
area and percent imperviousness created by the construction activity. The SWP3 does not
include this information.

• Part lll.G.1.d of the General Storm Water Permit requires a calculation of the runoff
coefficients for both the pre-construction and post-construction site conditions. The SWP3
does not include this information.

• Part lll.G.1 .f of the General Storm Water Permit requires a description of prior land uses at
the site. The SWP3 does not include this information.

• Part lll.G.1 .g of the General Storm Water Permit requires an implementation schedule
which describes the sequence of major construction operations (i.e., grubbing,
excavating, grading, utilities and infrastructure installation) and the implementation of
erosion, sediment and storm water management practices or facilities to be employed
during each operation of the sequence. The SWP3 does not include this information.

• Part I1I.G.1 .h of the General Storm Water Permit requires the name and/or location of the
immediate receiving stream or surface water(s) and the first subsequent named receiving
water(s) and the areal extent and description of wetlands or other special aquatic sites at
or near the site which will be disturbed or which will receive discharges from disturbed
areas of the project. The SWP3 does not include this information.

• Part Ill.G.1.1k of the General Storm Water Permit requires a copy of the permit
requirements. The SWP3 does not include this information.

• Part llI.G.1.m of the General Storm Water Permit requires a log documenting grading and
stabilization activities as well as amendments to the SWP3, which occur after construction
activities commence. The SWP3 does not include this information.

• Part lll.G.1.n.i of the General Storm Water Permit requires a site map showing the limits of
earth-disturbing activity of the site including associated off-site borrow or spoil areas that
are not addressed by a separate NOI and associated SWP3. Many portions of the site
where construction activities are occurring are not depicted on the SWP3.

• Part llI.G.1.n.vi of the General Storm Water Permit requires a site map showing the
location of all erosion and sediment control practices, including the location of areas likely
to require temporary stabilization during the course of site development. Many areas of
the site do not have any BMPs depicted to prevent the discharge of sediment-laden runoff.
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• Part IILG.1.n.vii of the General Storm Water Permit requires a site map showing the
sediment and storm water management basins noting their sediment settling volume and
contributing drainage area. Sediment settling ponds are required on the site.

• Part Ill.G.1.n.viii of the General Storm Water Permit requires a site map showing the
permanent storm water management practices to be used to control pollutants in storm
water after construction operations have been completed. The SWP3 does not include
this information.

• Part llI.G.1.n.x of the General Storm Water Permit requires a site map showing the
location of designated construction entrances where the vehicles will access the
construction site. The SWP3 does not include this information.

• Part lII.G.2.d.ii of the General Storm Water Permit details that a sediment settling pond is
required for any one of the following conditions:

i. Concentrated storm water runoff (e.g., storm sewer or ditch);
ii. Runoff from drainage areas, which exceed the design capacity of silt fence or other

sediment barriers;
iii. Runoff from drainage areas that exceed the design capacity of inlet protection; or
iv. Runoff from common drainage locations with 10 or more acres of disturbed land.

Many portions of the site discharge to silt fence that cannot be installed due to the above
conditions. The SWP3 must be revised to include appropriately designed sediment
settling ponds.

Part IIl.G.2.e of the General Storm Water Permit requires post-construction storm water
practices to provide perpetual management of runoff quality and quantity. Structural
(designed) post-construction BMPs must be incorporated into the permanent drainage
system for the site. The SWP3 does not depict post-construction storm water
management practices for the site.

Ohio EPA recommends that the post-construction BMPs be designed in accordance with
the Rainwater and Land Development manual or in another design manual acceptable for
use by Ohio EPA.

The post construction operation and maintenance (O&M) plan must be a stand-alone
document, which contains:

i. A designated entity for storm water inspection and maintenance responsibilities;
ii. The routine and non-routine maintenance tasks to be undertaken;
iii. A schedule for inspection and maintenance;
iv. Any necessary legally binding maintenance easements and agreements; and

	

V.	 A map showing all access and maintenance easements.
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• The SWP3 must include detailed design drawings of the post-construction BMPs that will
be utilized on the site. In addition, specific information (i.e. water quality volume
calculations, draindown times, etc.) must be included to verify the design of the
post-construction BMPs.

The site's SWP3 must be revised to address the above items. In accordance with Part III.C.2.b of
the General Storm Water Permit, a copy of the revised SWP3, post-construction storm water
management practices design calculations, and the O&M plan must be submitted to my attention
within ten days of receiving this correspondence. Should you have any questions regarding this
matter, please contact me at your earliest convenience at (330) 963-1118 or via e-mail at
chris. moody(äea.ohio.qov.

Sincerely,

Chris Moody
Environmental Specialist II
Division of Surface Water

CM:bo

PC:	 Ohio Department of Natural Resources, Mineral Resources Management
Tom Smithberger, Fechko Excavating, Inc.
Brian Crosier, Stantec
David Coyle, Coyle SWPPP Professionals

ec:	 Greg Petersen, Fechko Excavating Inc. (gpetersenfechko.com )


