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January 18, 2013
RE: WAYNE COUNTY

CITY OF WOOSTER
CONSTRUCTION STORM WATER
BRASFOND USA
PERMIT NO: 3GCO5967*AG

Ray Farley
Brasfond USA
711 Winkler Drive, Suite A
Wooster, OH 44691

Dear Mr. Farley:

On January 9, 2013, I performed a compliance inspection for storm water best management
practices (BMPs) at the above referenced site. I was accompanied by Dan Bogoevski of this
office and B.J. Hoffman, Engineering Inspector for the City of Wooster. No one was available to
meet with onsite. Our records indicate Brasfond USA has obtained coverage under the Ohio
EPA General Storm Water National Pollutant Discharge Elimination System (NPDES) Permit for
Construction Activities #3GCO5967*AG.

My inspection of the site revealed the following deficiencies in storm water BMPs:

Storm drain inlet protection has not been constructed properly. Please note that
geotextire is to be supported by a wooden frame and cross braces constructed of 2"x4"s
as well as wire mesh, Please review the Rainwater and Land Development, Ohio's
Standards for Storm water Management, Land Development and Urban Stream
Protection (Ohio Department of Natural Resources, 2006), and install inlet protection to
meet these standards.

Silt fence has not been installed in a functional manner or has not been
maintained. All sediment controls, including silt fence, must be capable of ponding
runoff in order to settle sediment. Silt fence must trenched or backfilled and the joint
stakes of the silt fence must be connected by twisting the stakes together prior to staking
them into the ground Please repair silt fence along the south side of the site so that
it is functional. Silt fence must remain in place until the upslope contributing drainage
area has reached final stabilization, i.e., a vegetative growth density of 70% or greater
has been achieved (spring of 2013).

A level spreader must be installed to diffuse flow before runoff enters the
wetlands in accordance with Part llI.G2.f of the NPDES permit. Please review the
enclosed portion from Rainwater and Land Development. Silt fence should be
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installed along both sides of the outlet with the level spreader to disperse flow from the
pond into wetlands.

Please provide me with a letter of response indicating the actions taken to address the
deficiencies noted herein. Include any amendments to the SWP3 with your response. Your
response should be received no later than February 1, 2013.

If you have any questions, please contact me at molydrinkuthepaohio.qov or at (330)963-
1215.

Sincerely,

rvi V
Molly Drinkuth
Environmental Engineer
Division of Surface Water

MD/cs

M	 Roger Kobilarcsik, City of Wooster Engineer
B.J. Hoffman, Engineering Inspector, City of Wooster
Bob Breneman, Mayor, City of Wooster
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Inlet protection to is be supported by cross braces and wire mesh
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Repair existing silt fence and extend east up slope in order to be functional.
Install SF up along both sides of the outlet and install a level spreader to disperse flow from ponds into wetlands.


