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March 28, 2013	 RE: MAHONING COUNTY
MAHON!NG VALLEY RACE COURSE
NPDES PERMIT NO. OHC000003
OHIO EPA PERMIT NO. 3GCO5333*AG
CONSTRUCTION STORM WATER INSPECTION

Norman Nelms
Youngstown Real Estate Ventures LLC
825 Berkshire Blvd.
Wyomissing, PA 19610

Dear Mr. Nelms:

On March 7, 2013, Ohio EPA conducted a storm water inspection at Mahonng Valley Race
Course, located at Lanterman Road southwest of the .80 and SR 11 intersection, Austintown
Township, Mahoning County (site). The facility was represented by Chris Smith, Owners Site
Representive, Rick Collins, Superintendent, David Van Dusen, Project Superintendent, David
Gura, Ohio Safety Manager, and Bob Hennessey, Project Executive, of Turner Construction
Company Tim DeMarco of Independence Excavating, Inc., and Sean Gillilan of E.P. Ferris and
Associates, Inc. Ohio EPA records indicate that the site is covered by General National Pollutant
Discharge Elimination System (NPDES) Permit for Storm Water Associated with Industrial
Activity (General Storm Water Permit), permit No, 3GCO5333*AG.

Storm Water Inspection
Significant improvement has been made in the installation of erosion and sediment best
management practices (BMP) on the site. The inspection documented the following:

The outlet of the 'existing sediment basin" has been modified to include a dewatering
skimmer.

"Temporary sediment basin C" has been installed with the applicable diversion channels
and dewatering skimmer. An additional diversion channel is planned to be installed to
direct offsite water to "temporary sediment basin C" for treatment. Mr. Gillilan explained
that temporary sediment basin C" was appropriately sized for the off site drainage.

A sediment trap has been installed north of "temporary sediment basin C" that has not
been depicted on the September 6, 2012 storm water pollution prevention plan (SWP3).

Temporary sediment basins D, E, and F have been installed with the applicable diversion
channels and dewatering skimmers. The discharge from "temporary sediment basin D"
was very turbid. Mr. Van Dusen explained that the soils present on the site are very fine
clays that require extended periods of time to settle. During the inspection, Mr. Van Dusen
explained that the site is evaluating the addition of a commercially available flocculant to
assist in improving the quality of the discharge from the onsite sediment basins. The
selected flocculant was currently being evaluated by Davey Resource Group to ensure
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that no negative impacts would occur to the wetlands receiving the discharge. On March
27, 2013, Mr. Van Dusen explained that the selected flocculant was expected to be
delivered to the site March 27-28, 2013.

'Permanent sediment basin B' was installed with the applicable diversion channels and a
dewatering skimmer. The outfall was discharging at the time of the inspection.

A temporary sediment trap was installed after Ohio EPA's January 31, 2013 inspection to
address the discharge into the Ohio Department of Transportation (ODOT) culvert. A
diversion channel was constructed March 6, 2013 to reduce the volume of storm water
runoff discharging to the temporary sediment trap. The diversion channel directs storm
water runoff for treatment within "temporary sediment basin F."

The portion of the site located east of "temporary sediment basin F" and the "double row of
straw wattle/silt sock at treeline," based on the grading activities that have occurred,
discharges sediment-laden storm water runoff directly into the ODOT culvert without
treatment. A properly installed BMP (i.e. silt fence, straw wattle, filter sock, temporary
stabilization, etc.) must be installed to treat storm water runoff prior to offsite discharge.
Sediment-laden storm water runoff was observed discharging into the 000T culvert. The
selected BMP must also be depicted on the site's SWP3.

Appropriate records are being maintained at the site that document the required
inspections are being performed.

Storm Water Pollution Prevention Plan
Via a Notice of Violation dated February 19, 2013, Ohio EPA provided notification of SWP3
deficiencies that were to be addressed via a revision. On March 5, 2013, Ohio EPA received an
email from Joseph Reidy of Ice Miller LLP that included a response letter from E.P. Ferris and
Associates, Inc. that addressed the deficiencies.

Corrective Action
Please submit a copy of the revised Phase I SWP3 and a status update on the development of the
Phase 11 SWP3 that is to include information related to the site's post-construction storm water
management BMPs.

Should you have any questions regarding this matter, please contact me at your earliest
convenience at (330) 963-1118 or via e-mail at chris.moodyepa.ohio.çov.

Sincerely,

(

Chris Moody
Environmental Specialist II
Division of Surface Water

CM/cs
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cc:	 David Van Dusen, Project Superintendent, Turner Construction Company
Sean McGuire, Mahoning SWCD

ec:	 Chris Smith, Penn Gaming
Rick Collins, Turner Construction Company
David Van Duseri, Turner Construction Company
David Gura, Turner Construction Company
Bob Hennessey, Turner Construction Company
Tim DeMarco, Independence Excavating, Inc.
Sean Gillilan, E.P. Ferris




